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TABLE 8 TO SUBPART DDDDD OF PART 63—DEMONSTRATING CONTINUOUS
COMPLIANCE

As stated in §63.7540, you must show continuous compliance with the emission limitations for affected sources according to the
following:

If you must meet the following operating limits or work practice
standards . . .

You must demonstrate continuous compliance by . . .

1. Opacity ...........

2. Fabric Filter Bag Leak Detection Operation ............cccccceenennnne

3. Wet Scrubber Pressure Drop and Liquid Flow-rate .................

4. Wet Scrubber pH ..............

5. Dry Scrubber Sorbent or Carbon Injection Rate ..........cccoceeue

6. Electrostatic Precipitator Secondary Current and Voltage or
Total Power Input.

7. Fuel Pollutant Content ......

a. Collecting the opacity monitoring system data according to
§§63.7525(b) and 63.7535; and

b. Reducing the opacity monitoring data to 6-minute averages;
and

c. Maintaining opacity to less than or equal to 20 percent (6-
minute average) except for one 6-minute period per hour of
not more than 27 percent for existing sources; or maintain-
ing opacity to less than or equal to 10 percent (1-hour block
average) for new sources.

Installing and operating a bag leak detection system according
to §63.7525 and operating the fabric filter such that the re-
quirements in §63.7540(a)(9) are met.

a. Collecting the pressure drop and liquid flow rate monitoring
system data according to §§63.7525 and 63.7535; and

b. Reducing the data to 3-hour block averages; and

c. Maintaining the 3-hour average pressure drop and liquid
flow-rate at or above the operating limits established during
the performance test according to § 63.7530(c).

a. Collecting the pH monitoring system data according to
§§63.7525 and 63.7535; and

b. Reducing the data to 3-hour block averages; and

c. Maintaining the 3-hour average pH at or above the oper-
ating limit established during the performance test according
to §63.7530(c).

a. Collecting the sorbent or carbon injection rate monitoring
system data for the dry scrubber according to §§63.7525
and 63.7535; and

b. Reducing the data to 3-hour block averages; and

c. Maintaining the 3-hour average sorbent or carbon injection
rate at or above the operating limit established during the
performance test according to §§63.7530(c).

a. Collecting the secondary current and voltage or total power
input monitoring system data for the electrostatic precipi-
tator according to §§63.7525 and 63.7535; and

b. Reducing the data to 3-hour block averages; and

¢. Maintaining the 3-hour average secondary current and volt-
age or total power input at or above the operating limits es-
tablished during the performance test according to
§§63.7530(c).

a. Only burning the fuel types and fuel mixtures used to dem-
onstrate compliance with the applicable emission limit ac-
cording to §63.7530(c) or (d) as applicable; and

b. Keeping monthly records of fuel use according to
§63.7540(a).

TABLE 9 TO SUBPART DDDDD OF PART 63—REPORTING REQUIREMENTS
As stated in §63.7550, you must comply with the following requirements for reports:

You must submit a(n)

The report must contain . . .

You must submit the report . . .

1. Compliance report .........cccccceveiiiiinenne a. Information required in §63.7550(c)(1) | Semiannually according to the require-

through (11); and

ments in §63.7550(b).
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As stated in §63.7550, you must comply with the following requirements for reports:

You must submit a(n)

The report must contain . . .

You must submit the report . . .

2. An immediate startup, shutdown, and
malfunction report if you had a startup,
shutdown, or malfunction during the re-
porting period that is not consistent with
your startup, shutdown, and malfunction
plan, and the source exceeds any appli-
cable emission limitation in the relevant
emission standard.

b. If there are no deviations from any
emission limitation (emission limit and
operating limit) that applies to you and
there are no deviations from the re-
quirements for work practice stand-
ards in Table 8 to this subpart that
apply to you, a statement that there
were no deviations from the emission
limitations and work practice stand-
ards during the reporting period. If
there were no periods during which
the CMSs, including continuous emis-
sions monitoring system, continuous
opacity monitoring system, and oper-
ating parameter monitoring systems,
were out-of-control as specified in
§63.8(c)(7), a statement that there
were no periods during which the
CMSs were out-of-control during the
reporting period; and
If you have a deviation from any emis-
sion limitation (emission limit and op-
erating limit) or work practice standard
during the reporting period, the report
must contain the information in
§63.7550(d). If there were periods
during which the CMSs, including con-
tinuous emissions monitoring system,
continuous opacity monitoring system,
and operating parameter monitoring
systems, were out-of-control, as speci-
fied in §63.8(c)(7), the report must
contain the information in
§63.7550(e); and
d. If you had a startup, shutdown, or
malfunction during the reporting period
and you took actions consistent with
your startup, shutdown, and malfunc-
tion plan, the compliance report must
include the information in
§63.10(d)(5)(i)
a. Actions taken for the event; and

2]

b. The information in § 63.10(d)(5)(ii)

. By fax or telephone within 2 working

days after starting actions inconsistent
with the plan; and

By letter within 7 working days after
the end of the event unless you have
made alternative arrangements with
the permitting authority.
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